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	Approval
	Cat II         FORMCHECKBOX 

Cat III     FORMCHECKBOX 
  (check applicable box)

	FORM F6


	MONITORING


	Operator
	


	INSPECTOR(S)
	DATE

	
	

	NON-COMPLIANCES /COMMENTS

	


REVIEW OF THE DOCUMENTATION

	N°
	Reference
	Requirement 
	A

	Operator’s answer

           (Refer to appropriate    

        Manual/Section/ Paragraph)
	Compliance criterion
	C

	Remarks

	2
	AMC 3 SPA.LVO.105
Continuous Monitoring 
	(2)
A suitable system for recording approach and/or automatic landing success and failure is established (and maintained to monitor the overall safety of the operation)
	
	
	
	
	

	3
	AMC 3 SPA.LVO.105

Continuous Monitoring
	(g)
Continuous Monitoring

(1)
After obtaining the initial authorisation, the operations must be continuously monitored by the operator to detect any undesirable trends before they become hazardous.
	
	
	
	
	

	4
	
	Flight crew reports may be used to achieve this.
	
	
	Modèle de report
	
	

	5
	
	(2)
The following information must be retained for a period of 12 months:

(i)
The total number of approaches, by aircraft type, where the airborne Category II or III equipment was utilised to make satisfactory, actual or practice, approaches to the applicable Category II or III minima; and
	
	
	
	
	

	6
	
	(ii)
Reports of unsatisfactory approaches and/or automatic landings, by aerodrome and aircraft registration, in the following categories:

(A)
Airborne equipment faults;
	
	
	
	
	

	7
	
	(B)
Ground facility difficulties;
	
	
	
	
	

	8
	
	(C)
Missed approaches because of ATC instructions; or
	
	
	
	
	

	9
	
	(D)
Other reasons.
	
	
	
	
	

	10
	
	(3)
An operator must establish a procedure to monitor the performance of the automatic landing system of each aircraft.
	
	
	
	
	


ON SITE INSPECTION

	N°
	Reference
	Requirement 
	A

	Operator’s answer

           (Refer to appropriate    

        Manual/Section/ Paragraph)
	Compliance criterion
	C

	Remarks

	1
	JAR–OPS 1.440

Low visibility operations –  General operating rules
	(2)
A suitable system for recording approach and/or automatic landing success and failure is established (and maintained to monitor the overall safety of the operation)
	
	
	
	
	

	2
	
	(3)
An operator must establish a procedure to monitor the performance of the automatic landing system of each aircraft.
	
	
	
	
	


Compliance criteria

	Comments

N°
	Comments

	
	

	
	

	
	

	
	

	
	

	
	


Comments

	Comments

N°
	Explanation

	
	

	
	

	
	

	
	


� A = applicability (Y : yes ; N no)


� C = compliance (C : complied with ; NC : not complied with)


� A = applicability (Y : yes ; N no)


� C = compliance (C : complied with ; NC : not complied with)
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